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1800mAh

CMP750
CMP950 

EA12/750
EA12/950

CHP750HS
CHP950HS

PTT

EA15/750
EA15/950

CXR16/750
CXR16/950 

CXE19/750CXR5/750
CXR5/950

HT649 GMDSS
ATEX II 2G Ex ib IIC T4 Gb
ATEX II 2G Ex ib IIA T4 Gb

MED 

ICEx ib IIA T4 Gb 

VHF 156 to 163.275MHz (INT, USA. CAN)

 UHF 400 to 470MHz

 UHF Up Band 450 to 520MHz

VHF – 25KHz
UHF – 25KHz / 12.5KHz 

7.4V

1800mAh

277g (

)d(mm73x)w(mm5.95x)h(mm031*

2.5ppm 

-20 to +55°C

IP68 

MIL-STD 810 C/D/E/F 

*

CSBHT
6

 VHF (HI/LOW) 5W / 1W  

 ATEX IIC 1W

 IECEx (HI/LOW) 4W / 1W

8K0G3E / 16K0G3E (12.5 / 25KHz) 

Better than -118dBm 12dB Sinad  

1W 

-42dBm

60 / 70 (12.5 / 25KHz)

-37dBm

2.0nW/20nW <1GHz/>1GHz
Business Critical Communications

HT Series

031 813 1090 info@entelkorea.com entelkorea.com
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 UHF (HI/LOW) 4W / 1W / EU Flag 2W

 ATEX IIA (HI/LOW) 4W / 1W / EU Flag 2W



IP68 (2 4 )

MIL-STD 810/C/D/E&F

 (1800 mAh) 

20

HT

GMDSS MED

GMDSS
MED GMDSS

HT649 2

1 HT649 1

2 HT649 1

HT

20
VHF UHF GMDSS, ATIS (ATEX IIA, IIC & IECEx)

Designed in the United Kingdom

VHF  INT/USA/CAN HT642 — HT644 HT644 ATIS HT649

 UHF (400 - 470MHz) HT782 HT783 — — —

ATEX IIC

VHF  INT/USA/CAN HT942 — HT944 HT944 ATIS —

 UHF (400 - 470MHz) HT982 HT983 — — —

ATEX IIA

VHF  INT/USA/CAN HT842 — HT844 HT844 ATIS —

 UHF (400 - 470MHz) HT882 HT883 — — —

IECEx

VHF  INT/USA/CAN HT542 — HT544 — —

 UHF (400 - 470MHz) HT582 HT583 — — —

GMDSS VHF — — — — HT649

LCD UHF LCD VHF LCD VHF
ATIS

LCD
GMDSS

IP68 (2 4 )

MIL-STD 810 C/D/E/F

 ( )

16 255 INT/USA/
CAN

INT/USA/
CAN

INT/USA/
CAN

———

VOX ( )

HT Series

MIL-STD 810C/D/E/F 
HT 2.0

(Li-Ion)

1800mAh
2

(Li-Ion) (Ni-Cad) (Ni-MH)

2 4
IP68 HT 2.0

2 4

ATEX Approved IIC - HT900 ATEX IIC T4
EU  94/9/EC   ATEX 

ATEX Approved IIA - HT800 IIC 1

IECEx Approval - HT500 ATEX

ATEX IIA T4

HT649 GMDSS MED

HT644

EU 국적 선박은 2 와트로 제한됨


